}‘ Pyvroguard

Appendix D - Test Evidence

D.1 General options

Within the scope of the test evidence there are common alternatives to the glass requirements and therefore
below is listed the options,

1. Unless stated the evidence is covered for fire protection from either side

2. The Pyroguard glass may be acid etched, bevelled or incorporate grooves sudject to minimum glass
thickness being maintained i.e. by utilising thicker glass sheets bevelled at the edge or grooved to standard
thickness.

3. All systems may include decorative self adhesive timber slats (grid pattern)/ladder beads on either or both
faces or may be frosted or patterened on one face.

4.  The glass may have 3M-Ultra 400 clear or Llumar window film SCL SR PS4 applied to either face or an
alternative film applied to the known fire risk side only. If the fire risk may be from either side or it cannot
be determained which side of the glass will be on the fire risk side, then films other than 3M - Ultra 400
clear or Llumar Window film SCL SR PS4 shall not be applied.

5. Insulating Glas Units (IGU’s) may incoporate eorgian bars within the cavity between inner and outer glass
layers.

6. IGU’s may also have an integrated blind within the airspace provided the Pyroguard glass pane is glazed
on the non fire side when combined with a non fire rated laminated glass or either side when combined
with a float or toughened glass.

7. IGU’s can be assembled to the appropiate test evidence the edge seals can be either of the following
materials;

2 part polysuphide sealant
Silicone edge sealant
Polyurethane, hot melt butyl

Non of these used in the manufacture of IGU’s will effect the fire performance of the unit and are all
fire resistant up to 60 mins.

> General requirements

Where the glass is installed in a timber or steel framed screen, the orientation of the screen shall be
no more than +- 100 from vertical.

When installing the glass there must be a minimum edge cover from the bead to each pane of at
least 10mm.
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D.2 Test Evidence Tables

EW 30 - Timber frames - Single and Double glazed

Test . . .
derr:itriSn Application |  Frame Beading Product Th('rcrll(:sss ('\v"llfé(ﬂ? T‘ﬁg;‘ﬁgi Ma()[(]%r €a Clalsr:iﬁi;:ccion Psa egee Test report Annex
2780 x1008 2.52 9 | CERTIFIRE 257 - 6/7
1070 x 2675 2.68 9 | CERTIFIRE 257 - 6/7
Pyroguard EW 30 1549 x 2000 1.40 9 | CERTIFIRE 257 - 6/7
Softwood | Hardwood | o o1 ard Ew 30 Impact | 7 1200x2000 [ 240 | . ... [ 9 | CERTIFIRE257-4
880 x 2750 2.20 9 | CERTIFIRE 257 - 10
2400 x 2600 1.30 10 | CERTIFIRE 257 -9
30 Screen
Pyroguard EW 30 7 1100 x 2200 2.20 10 CERTIFIRE 257 - 8
Pyroguard EW 30 Impact 880 x 1780 1.43 10 | CERTIFIRE 257 -5
Hardwood | Hardwood 1575 x 2625 3.93 11 | CERTIFIRE 257 - 32
Pyroguard EW 30 Maxi 1 1575 x 2100 3.30 2B2 11 | CERTIFRE 257 - 34
780 x 2400 1.57 11 | EFECTIS 07-V249
Softwood | Hardwood | Pyroguard EW 30 Maxi 11 1695 x 2780 4.58 2B2 11 | CERTIFIRE 257 - 35
; 781 x 979 0.69 CERTIFIRE 257 - 23
Pyroguard EW 30 760 x 1846 1.31 12 | CERTIFIRE 257 - 25
30 Door Softwood | Hardwood Pyroguard EW 30 Impact 700 x 900 0.62 2B2/38B3 CERTIFIRE 257 -21
7/6/6.4 795 x 952 0.68 14 | CERTIFIRE 257 - 28
GDC Various . 870 x 1353 0.95 CERTIFIRE 257 - 43
Softwood | Hardwood | ?709v2d EW 30 Maxi 1 864 x 2085 150 282 12 I CERTIFIRE 257 - 46
Pyroguard EW 30 74
Pyroguard EW 30 Impact | , . ' | 3131000 0.25 2B2/3B3 | 13 | CERTIFIRE 257 - 31
30 | GDC Doors | FD30 door | Various + Priva - See film
Pyroguard EW 30 7 Various see page |, 7 282/383 | 13 | CERTIFIRE 257 - 18
Pyroguard EW 30 Impact 13
71214 1000 x 2500 2.50 14 | CERTIFIRE 257 - 13
Screen | Softwood | Hardwood | Pyroguard EW 30 7/6/6.4 904 x 2780 226 14 | CERTIFIRE 257 - 11
yroguard EW 30 Impact
30 (Double 7/6/6.4 1236 x 2060 2.47 2B2 14 | CERTIFIRE 257 - 12
glazed) | 11/15/6.6 | 1638 x 2340 3.28 15 | CERTIFIRE 257 - 36
Hardwood | Hardwood | Pyroguard EW 30 Maxi == 7 ™1 =" g 328 15 | CERTIFIRE 257 - 36
05/09/2012 34

CGl International: Millfield Lane - Haydock - Merseyside - WA11 9GA P T.+44 (0) 1942 710 720 - F. +44 (0) 1942 710 730 - email: info@pyroguard.eu P www.pyroguard.eu

Version 1 Issue date 01/03/13



}‘ Pyvroguard

D.2 Test Evidence Tables

EW 30 - Steel and Aluminium frames - Single and Double glazed

Annex

Test . . .
. s . Thickness | Max Dimensions | Max Area Impact See
derrr?itr:()m Application Frame Beading Product ool (width x height)* 2 Classification | Page Test report
Forster Steel Pyroguard EW 30 ; 902 x 2750 2.26 282 /383 || CERTIFIRE 257 - 14
30 Screen CF tested Pyroguard EW 30 Impact 1195 x 1170 1.40 17 | CERTIFIRE 257 - 14
RPTechnik |  Steel bvroauard EW 30 Maxi " 1500 x 2500 3.00 - 18 | CERTIFIRE 257 - 38
RPTechnik | Steel yrog 660 x 2780 1.65 18 | CERTIFIRE 257 - 38
30 Door Forster Steel Pyroguard EW 30 7 835 x 2066 1.61 19 | CERTIFIRE 257 - 16
CF tested Pyroguard EW 30 Impact 858 x 1096 0.82 282 /383 19 | CERTIFIRE 257 - 16
Pyroguard EW 30 _— 1500 x 2500 3.00 20 | CERTIFIRE 257 - 15
Steel | Pyroguard EW 30 Impact 1668 x 780 1.04 20 | CERTIFIRE 257 - 15
Screen CF tested 11/12/4 1020 x 2250 1.83 21 | CERTIFIRE 257 - 41
(Double glazed) Stecl 1111216 774 x 2780 1.76 21 | CERTIFIRE 257 - 49
30 (Horizontal)
Jansen Steel 1110/4 | 1500 x 2500 3.15 21 | CERTIFIRE 257 - 41
Economy Pyroguard EW 30 Maxi 2B2
Steel 8/1/11/1/15
Screen CF tested (Horizontal) eTians] 10201020 0.87 21 | CERTIFIRE 257 - 49
30 Screen Schiico | Aluminium 11116/6.4 | 1284x2598 3.12 21 | CERTIFIRE 257 - 40
(Double glazed)
30 Screen | ncenC4| Steel | Pyroguard EW30Maxi | 11/6/8 2780 x 1580 432 282 19 | EFECTIS 11-V-664
(Double glazed)
Screen
30 (Secondary | Maars Steel Pyroguard EW 30 7 898 x 2668 233 | 2B2/3B3 | 20 | CERTIFIRE 257 - 29
Pyroguard EW 30 Impact
glazed)
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D.2 Test Evidence Tables

EW 60 - Timber and steel frames Single and Double glazed

Test . . .
h - . Thickness | Max Dimensions | Max Area Impact See
dlzrrT::litrll?n Application | Frame Beading Product (mm) | (width x height* | (m2) Classification | Page Test report Annex
550 x 2200 1.21 23 | CERTIFIRE 257 - 32
60 Screen | Hardwood | Hardwood | Pyroguard EW 60 " X 2B2
696 x 1624 0.97 23 | CERTIFIRE 257 - 33
Pyroguard Firedoor 7 375x 1552 0.54 383 22 | CERTIFIRE 257 - 20
60 250 x 1500 0.38 22 | CERTIFIRE 257 - 20
60 Door FD60 door | Hardwood X
460 x 1437 0.57 22 | CERTIFIRE 257 - 45
Pyroguard EW 60 1"
508 x 1200 0.58 22 | CERTIFIRE 257 - 45
Screen
60 (Double | Hardwood | Hardwood 11/12/4 812 x 2500 1.63 23 | CERTIFIRE 257 - 37
glazed) 282
CF Pyroguard EW 60 960 x 2160 1.72 24 | CERTIFIRE 257 - 39
60 Screen Approved Steel 1" 1200 x 1200 1.44 24 | CERTIFIRE 257 - 39
600 x 2400 1.21 24 | CERTIFIRE 257 - 39
pvroquard EW 30 712/4 1500 x 2500 3.00 2827383 25 | CERTIFIRE 257 - 17
60 (SL;:;ZZr/]e CF Steel yrog 711214 1467 x 628 0.92 25 | CERTIFIRE 257 - 17
lazed) Approved 1112/4 1088 x 1788 1.95 25 | CERTIFIRE 257 - 42
g Pyroguard EW 60 2B2
1111214 625 x 2500 1.25 25 | CERTIFIRE 257 - 42
60
EW 30 - Timber GDC doors
Max pane Max pane Max
Glazing System dimension dimension pane | Annex
(width mm) (height mm) area m?
Hodgsons Firestrip 30 875 (at 500 high) | 875 (at 500 wide) | 0.44
Lorient Figure 1 750 (at 960 high) | 1236 (at 574 wide) | 0.72
Lorient System 36/7 750 875 0.66 b
Pyroplex 8193 610 600 0.36
Pyroplex 30049 750 750 0.56 d
Pyroplex 30054 750 750 0.56
Pyroplex 8492 626 403 0.25
Sealmaster Therm-A-Strip ) ;
10mm x 2mm 800 (at 800 high) | 2125 (at 300 wide) | 0.64 g
Sealmaster GL30 gasket . ]
between beads and glass 800 (at 800 high) | 2125 (at 300 wide) | 0.64 g
Sealmaster GL30 gasket in
Pyroguard bead system 800 800 064
Duraylite Interdens 10 x 2mm
glazing strip 760 1846 1.31
15 x 2 mm Closed cell foam tape | 610 (at 1400 high) | 1680 (at 508 wide) | 0.85
15x 2 mm Closed cell foam tape | ¢, o (-1 4100 high) | 1680 (at 508 wide) | 0.85
+ Intumescent acrylic sealant
15 x 2 mm Closed cell foam tape
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6 . Test evidence - UK - 12112012

Product name » Pyroguard EW30 or Pyroguard EW30 Impact
Classification P> EW30
Application » Timber screen
Glazing configuration P Single glazed
Glazing thickness P 7mm
Weight P 17 kg/m?
Maximum glazing dimensions (w x h) ~ » 880mm x 2750mm
Maximum area  » 2.2m?
Impact rating P Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction » 33dB
A Frame softwood: (w x h) 72mm x 40mm
Minimum density: 510 kg/m3
G B Beads hardwood: (w x h) 32mm x 20mm
®) square or cham_fe.red at 300 5
Minimum density: 650 kg/m
C Glazing media: (w x t) 20mm x 3mm

Type: K Tape

D Setting block: (w x h x L)
:7mm x 5mm x 40mm

E Fixings: 50mm (long) screws
at 200mm spacings
300 to the glass

F Glass:  Pyroguard EW30

Pyroguard EW30 Impact
(available clear, wired or satin)

Certifire 257 - Page 10 Go to Report

Test Certification Numbers
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Test evidence - UK -

Product name

12/11/2012

» Pyroguard EW30 or Pyroguard EW30 Impact

Classification  p EW30
Application  p Steel screen
Glazing configuration b Single glazed
Glazing thickness  p 7mm
Weight  p 17 kg/m?
Maximum glazing dimensions (w xh) ~ p 902mm x 2750mm
Maximum area p 2.26 m?2
Impact rating - Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction p 33 dB
A Frame: Previously tested or
certifire approved
B Beads: Pressure plate,
clip on
Or sCrew on
C Glazing media: (w x h) 15mm x 3mm
Type:  KTape

D Hardwood Setting block: (w x h x L)
7mm X 5mm x 40mm

E Fixings: Rivet or screw as required

F Glass:  Pyroguard EW30
Pyroguard EW30 Impact

(available in clear, wired or satin)

Certifire 257 - Page 14

Go to Report

Test Certification Numbers
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Test evidence - UK -

12/11/2012
Product name B Pyroguard EW30 Maxi
Classification  p EW30
Application > Single Steel Screen
Glazing configuration b Single glazed
Glazing thickness P 11mm
Weight p 27 kg/m?2
Maximum glazing dimensions (w x h) ~ p»  1500mm x 2500
Maximum area P 3.00 m?
Impactrating » 2B2
Sound reduction 35 dB
A Frame: Previously tested or
certifire approved
B Beads: Pressure plate,
clipon
or screw on
C Glazing media: (w x t) 15mm x 6mm
Type:  KTape

D Hardwood Setting blocks: (w x h x L)
7mm X 5mm x 40mm

E Fixings: Rivet or screw on as required

F Glass:  Pyroguard EW30 Maxi

(available in clear, wired or satin)

Certifire 257 - Page 38 Go to Report

Test Certification Numbers
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Test evidence - UK -

12/11/2012
Product name > Pyroguard EW30 Maxi
Classification  p EW30
Application > Single Steel Screen
Glazing configuration > Single glazed
Glazing thickness  » 11mm
Weight 27 kg/m?
Maximum glazing dimensions (w x h) 660 x 2780
Maximum area P> 1.65 m2
Impactrating » 2B2
Sound reduction  p 35 dB
A Frame: Previously tested or certifire approved
B Beads: Pressure plate,
clipon
or screw on
C Glazing media: (w x t) 15mm x 6mm
Type: K Tape

D Setting block:  (wx h xT)

10mm x 8mm x 40mm

Type:  Vermiculite or
Non Combustible (hardwood)
E Fixings: Rivet or screw on as required
F Glass:  Pyroguard EW30 Maxi

(available in clear, wired or satin)

Certifire 257 - Page 38
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Test evidence - UK -

12/11/2012

Product name  » Pyroguard EW30 or Pyroguard EW30 Impact
Classification  » EW30
Application > Timber screen
Glazing configuration > Double glazing
Glazing thickness  p»  25mm
Weight  »  32.5 kg/m?
Maximum glazing dimensions (w x h) > 1236mm x 2060mm
Maximum area  »  2.47 m2
Impactrating  » Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction p 36 dB
A Frame softwood: 75mm x 40mm
Minimum density: 510 kg/m3
Fire Side B Bead softwood/hardwood: (w x h)
25.5mm x 20mm chamfered at 300
™ /@ Minimum density: 510 kg/m3
e C Glazing media: 15mm x 3mm K Tape or
10mm x 2mm Interdens
D Hardwood Setting blocks: 7 x 5 x 40
E Fixings: 50mm (long) pins
50mm (long) screws
at max 200mm spacings
and 70mm from the corners
F Glass:  Pyroguard EW30

Pyroguard EW30 Impact
(available in clear, wired or satin)
(to non Fire Side)

12 mm steel spacer

6.4 mm Laminated glass

Test Certification Numbers

Certifire 257 - Page 12
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2 . Test evidence - UK -

12/11/2012

Product name  » Pyroguard EW30 or Pyroguard EW30 Impact
Classification  » EW30
Application > Timber screen
Glazing configuration  » Single glazed
Glazing thickness  » 7mm
Weight  » 17 kg/m?
Maximum glazing dimensions (w x h) ~ » 1070mm x 2675mm
Maximum area P> 2.68m?
Impactrating P Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction > 33dB
A Frame softwood: (w x h) 75mm x 40mm
Minimum density: 510 kg/m3
G B Beads hardwood: (w x h) 21mm x 13mm
®) square or chamfered at 200
Minimum density: 650 kg/m3
C Glazing media: (w x t) 10mm x 3mm
Type: Interdens
(A
Q D Setting block: (w x h x L)
:7mm x 5mm x 40mm
E Fixings: 32mm (long) screws or
50mm (long) pins
(E) at 150mm spacings
F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available clear, wired or satin)
Certifire 257 - Page 6 Go to Report
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12/11/2012
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Product name P Pyroguard EW30 Maxi
Classification  » EW30
Application P> Steel Frame
Glazing configuration » Double glazing
Glazing thickness  » 25mm to 32mm
Weight P 37.5 kg/m? to 42.5 kg/m?
Maximum glazing dimensions (w x h) P 1500mm x 2500mm
Maximum area P> 3.15 m2
Impact rating P 2B2
Sound reduction » 38 dB
A Frame: Previously tested or
certifire approved framing
A— B Beads: Pressure plate,
clip on
c /® or screw on
B C Glazing media: (w x t) 15mm x 3 mm
Type: KTape
A D Setting block: (w x h x L)
24mm x 5mm x 40mm
D
E Fixings: Rivet or screw on as required
F Glass:  Pyroguard EW30 Maxi
(available in clear, wired or satin)
£ 10mm steel spacer
4mm or 6mm Toughened, or float
2- part polysulphide
Certifire 257 - Page 41 Go to Report

Test Certification Numbers

CGl International: Millfield Lane - Haydock - Merseyside - WA11 9GA P T.+44 (0) 1942 710 720 - F. +44 (0) 1942 710 730 - email: info@pyroguard.eu P www.pyroguard.eu

Version 1 Issue date 01/03/13




}‘ Pyvroguard

53 . Test evidence - UK -

12/11/2012

Product name

Classification

Application

Glazing configuration

Glazing thickness

Weight

Maximum glazing dimensions (w x h)
Maximum area

Impact rating

Sound reduction

Pyroguard EW30 Maxi
EW30

Aluminium Frame
Double glazing

29mm to 33mm

42.5 kg/m?2

1284mm x 2598mm
3.12 m?

2B2

vV vV v v v v v v v .Yy

35dB

| ®

A Frame: Schuco AWS/ADS 65 AD

B Beads: Aluminium
C Glazing media: (w x t) 15mm x 3 mm
Type:  KTape

D Hardwood Setting block: (w x h x L:)
25mm x 5mm x 40mm

E Fixings: Rivets or screw on as required

F Glass: Pyroguard EW30 Maxi
(available in clear, wired or satin)
12 - 16mm steel or
aluminium spacer
6 mm Toughened / Float /
Laminated / coated or tinted

Certifire 257 - Page 40 Go to Report

Test Certification Numbers
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Product name P Pyroguard EW 60
Classification » EW60
Application P Muti Pane Steel Screen
Glazing configuration » Double glazing
Glazing thickness  » 27mm - 32mm
Weight P 37.5 kg/m? - 41 kg/m?
Maximum glazing dimensions (w x h)  » 1088 mm x 1788 mm
Maximum area P> 1.95 m2
Impact rating P 2B2
Sound reduction » 38 dB
A Frame Previously tested or

certifire approved framing

A— B Beads Pressure plate,
C /® clipon

or screw on

C Glazing media: K Tape both sides

D Setting Blocks: (w x h x L)
1Tmm x 5mm x 40mm

D Vermiculite or any

Non Combustible Setting block

E Fixings: Rivet or screw on as required

F Glass: Pyroguard EW60
(available in clear, wired or satin)
12mm - 15mm Argon filled Steel spacer
4mm - 6mm toughened or float

Certifire 257 - Page 42 Go to Report
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Product name P Pyroguard EW 60
Classification » EW60
Application P Muti Pane Steel Screen
Glazing configuration » Double glazing
Glazing thickness  » 27mm - 32mm
Weight P 37.5 kg/m? - 40 kg/m?
Maximum glazing dimensions (w x h)  » 625 mm x 2500 mm
Maximum area P> 1.25 m2
Impact rating P> 2B2
Sound reduction » 38 dB
A Frame: Previously tested or

certifire approved framing

A— B Beads: Pressure plate clip on
/® or screw on
C Glazing media: (w x t) 15mm x 3mm
Type: K Tape both sides

D Setting Blocks: (w x h x L)
11mm x 5mm x 40mm

D Vermiculite or any

Non Combustible Setting block

E Fixings: Rivet or screw on as required

F Glass:  Pyroguard EW60
(available in clear, wired or satin)
12mm - 15mm Argon filled aluminium spacer
4mm - 6mm toughened or float

Certifire 257 - Page 42 Go to Report
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Product name P Pyroguard EW30 or Pyroguard EW30 Impact
Classification » EW30
Application  »  Timber screen
Glazing configuration P Single glazed
Glazing thickness P 7mm
Weight » 17 kg/m?
Maximum glazing dimensions (w x h) ~ » 2780mm x 1008mm
Maximum area P> 2.52m?2
Impact rating  »  Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction P 33dB
A Frame softwood: (w x h) 75mm x 40mm
Minimum density: 510 kg/m3
G B Beads hardwood: (w x h) 21Tmm x 13mm
(B) square or chamfered beads at 200
Minimum density: 650 kg/m3
C Glazing media: (w x t) 10mm x 2mm
Type : Interdens
(A
Q D Setting block: (w x h x L)
:7mm x 5mm x 40mm
E Fixings: 32mm (long) screws
50mm (long) pins
(E) at 150mm spacings
F Glass:  Pyroguard EW30

Pyroguard EW30 Impact
(available in clear, wired or satin)

Certifire 257 - 6
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3 . Test evidence - UK -

12/11/2012

Productname b Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p EW30
Application > Timber screen
Glazing configuration > Single glazed
Glazing thickness  p  7mm
Weight  » 17 kg/m?
Maximum glazing dimensions (w xh) ~ p 1549mm x 2000mm
Maximum area p 1.40m2
Impact rating  »  Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction  p 33dB
A Frame softwood: (w x h) 75mm x 40mm
Minimum density: 510 kg/m3
© B Beads hardwood: (w x h) 21mm x 13mm
® square or chamfered at 200
Minimum density: 650 kg/m3
C Glazing media: (w x t) 12mm x 3mm
Type: Firestrip 30
(A
Q D Setting block: (w x h x L)
:7mm x 5mm x 40mm
E Fixings: 32mm (long) screws
50mm (long) pins
(E) at 150mm spacings
300 to the glass
F Glass Pyroguard EW30
Pyroguard EW30 Impact
L] | (available in clear, wired or satin)
Certifire 257 - Page 6 Go to Report
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4 . Test evidence - UK - 12/11/2012

Productname b Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p EW30
Application > Timber screen
Glazing configuration b Single glazed
Glazing thickness  p  7mm
Weight  » 17 kg/m?
Maximum glazing dimensions (w x h) ~ p 1200mm x 2000mm
Maximum area  p  2.40m?
Impact rating  »  Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction  p 33dB
A Frame softwood: (w x h)105mm x 63mm|
Minimum density: 530 kg/m3
© B Beads hardwood: (w x h) 40mm x 20mm
(B) square or chamfered at 300
Minimum density: 660 kg/m3
C Glazing media: (w x t) 20mm x 6mm
Type: K Tape
(A
Q D Setting block: (w x h x L)
:7mm x 5mm x 40mm
E Fixings: 32mm (long) screws
at 200mm spacings
(®) 300 to the glass
F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available clear, wired or satin)
Certifire 257 - Page 4 Go to Report
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5 . Test evidence - UK - 12112012

Productname b Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p EW30
Application > Timber screen
Glazing configuration b Single glazed
Glazing thickness  p  7mm
Weight  » 17 kg/m?
Maximum glazing dimensions (w xh) ~ p 1100mm x 2200mm
Maximum area  p  2.2m?
Impact rating  »  Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction  p 33dB
A Frame softwood: (w x h)105mm x 63mm|
Minimum density: 530 kg/m3
© B Beads hardwood: (w x h) 40mm x 20mm
(B) square or chamfered at 300
Minimum density: 660 kg/m3
C Glazing media: (w x t) 20mm x 6mm
Type: K Tape
(A
Q D Setting block: (w x h x L)
:7mm x 5mm x 40mm
E Fixings: 32mm (long) screws
at 200mm spacings
(®) 300 to the glass
F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available clear, wired or satin)
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7 . Test evidence - UK - 12/11/2012

Product name  p Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p EW30
Application  p Timber screen
Glazing configuration - Single glazed
Glazing thickness  p  7mm
Weight  p 17 kg/m?
Maximum glazing dimensions (w x h)  p 2400mm x 2600mm
Maximum area  p  1.30m2
Impactrating  »  Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction p 33dB
A Frame softwood: (w x h) 92mm x 40mm
Minimum density: 450 kg/m3
© B Beads hardwood: (w x h) 40mm x 25mm
®) square or chamfered at 300
Minimum density: 650 kg/m3
C Glazing media: (w x t) 20mm x 3mm
Type: K Tape
(A
(D) D Setting block: hardwood (w x h x L)
:7mm x 5Smm x 40mm
E Fixings: 50mm (long) M4 screws
at 200mm spacings
300 to the glass
(E) g
F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available in clear, wired or satin)
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10 . Test evidence - UK - 12/11/2012

Productname p Pyroguard EW30 Maxi
Classification  p» EW30
Application > Timber Screen
Glazing configuration > Single glazed
Glazing thickness  p» 11mm
Weight p  26.7 kg/m?
Maximum glazing dimensions (w x h)  p  1575mm x 2625mm
Maximum area P 3.93 m2
Impactrating » 2B2
Sound reduction  p 35 dB
A Frame hardwood: 45 x 92
650 kg/m3 Minimum density:
B Beads hardwood: 25 x 37
Square or Chamfered at 300
640 kg/m3 Minimum density:
©
(B) C Glazing media: Sealmaster fireglaze
compound 23 x 4
D Setting block: Hardwood 5 x 7 x 40
(A
Q E Fixings: 50mm (long) no 8 steel screws
at 200mm spacings (300 to the glass)
F Glass Pyroguard EW30 Maxi
(available in clear, wired or satin)
(®
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19 . Test evidence - UK - 12/11/2012

Product name P Pyroguard EW30 Maxi
Classification  p EW30
Application  p  Timber Door
Glazing configuration b Single glazed
Glazing thickness  p 11mm
Weight p 26.7 kg/m?
Maximum glazing dimensions (w x h)  p  864mm x 2085mm
Maximum area P 1.50m2
Impact rating > 2B2
Sound reduction p 35 dB
A Frame softwood: (w x h)
100mm x 44mm top/middle rails
200mm x 44mm bottom rail
Minimum density: 640 kg/m3
C ] //@> B Beads: softwood/hardwood (w x h) 35mm x 20.5mnq
B 12mm x 6mm bolection return chamfered at 450
Minimum density: 510 kg/m3
C Glazing media: (w x t) 10mm x 2mm
Type: Interdens or
A Glazing media (w x t) 15mm x 3mm
D Type: K Tape
D Setting block: Hardwood (w x h x L)
7mm x 5mm x 40mm
E Fixings: 48mm (long) screws
E 70mm from corners
at 200mm spacings 459 to the glass
F Glass: Pyroguard EW30 Maxi
(available in clear, wired or satin)
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Test evidence - UK -

12/11/2012
Product name  p Pyroguard EW30 Maxi
Classification  p» EW30
Application  » GDC Doors
Glazing configuration P> Single
Glazing thickness P 11mm
Weight b 26.7 kg/m?
Maximum glazing dimensions (w x h) ~ » 870mm x 1353
Maximum area  p> 0.95 m?
Impactrating » 2B2
Sound reduction p 35dB
A Frame: Nominally 44mm thick

FD30 door leaf

B Beads hardwood or MDF: (w x h)
25mm x 20mm with a 10mm x 6mm
bolection return chamfered at 300
Minimum density 650 kg/m3 hardwood
Minimum density 750 kg/m3 MDF

C Glazing media: Lorient Flexible
Figure 1 system

D Liner: (w x t) 38mm x 6mm
Hardwood
E Fixings: 40mm (long) screws

at 150mm spacings at 450
F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available in clear, wired or satin)
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Test evidence - UK -

23/11/2012

Product name » Pyroguard EW30 or Pyroguard EW30 Impact
Classification p EW30
Application  p» GDC Doors
Glazing configuration > Single
Glazing thickness » 7mm
Weight  p 17 kg/m?
Maximum glazing dimensions (w x h) > 875mm (at 500 high) x 875 mm (at 500 wide)
Maximum area  p  0.44 m?
Impact rating  »  Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction  p 33dB
A Frame: Nominally 44mm thick
FD30 door leaf

B Beads Sapele hardwood (w x h)

- @
e

22mm x 21mm chamfered at 130
Minimum density: 610 kg/m?2

C Glazing media: Firestrip 30
Type: Hodgsons sealants

D Setting block: Hardwood (w x h x L)
: 7mm X 5mm x 40mm

E Fixings: 50mm (long) steel pins
at 100 spacings
F Glass:  Pyroguard EW30

Pyroguard EW30 Impact
(available in clear, wired or satin)
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Product name P Pyroguard EW30 or Pyroguard EW30 Impact
Classification P EW30
Application » GDC Doors
Glazing configuration > Single
Glazing thickness  » 7mm
Weight P 17 kg/m?
Maximum glazing dimensions (w x h) P 750 mm (at 960 high) x 1236mm (at 574 wide)
Maximum area P> 0.72 m?
Impact rating  » Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction P 33dB
A Frame Nominally 44mm thick
FD30 door leaf
B Beads  (w xh) 22mm x15mm
5mm x 5mm bolection return
chamfered at 150
e Minimum Density: Hardwood 550 kg/m3
MDF 750 kg/m3
C Glazing media: Lorient Flexible Figure 1 system
/@ D Liner:  Hardwood liner or
LX4402 intumescent liner
If Flaxboard substrates are used
E Fixings: 40mm (long) pins
40mm (long) screws
\@ at 150mm spacings
F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available in clear, wired or satin)
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Test evidence - UK -

23/11/2012

Product name > Pyroguard EW30 or Pyroguard EW30 Impact
Classification p EW30
Application  p GDC Doors
Glazing configuration > Single
Glazing thickness p»  7mm
Weight  » 17 kg/m?
Maximum glazing dimensions (w x h)  p 750mm x 875 mm
Maximum area P 0.66 m2
Impact rating > Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction  p 33dB
A Frame:  Nominally 44mm thick
FD30 door leaf
B Beads hardwood: (w x h) 22mm x 13mm
chamfered at 150
Minimum density: 550 kg/m3 min
e C Glazing media: Lorient system 36/7
D Liner:  Palusol intumescent liner
lining around the perimeter if
/@ flaxboard substrates below
500kg/m3 density are used
E Fixings: 40mm (long) pins
40mm (long) screws
at 150mm spacings
\® F Glass:  Pyroguard EW30

Pyroguard EW30 Impact
(available in clear, wired or satin)
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25 . Test evidence - UK - 2311172012

Product name > Pyroguard EW30 or Pyroguard EW30 Impact
Classification p EW30
Application  p GDC Doors
Glazing configuration > Single
Glazing thickness p»  7mm
Weight  » 17 kg/m?
Maximum glazing dimensions (w x h)  »  610mm x 600 mm
Maximum area P 0.36 m2
Impact rating > Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction p» 33 dB
A Frame:  Nominally 44mm thick
FD30 door leaf
B Beads hardwood: (w x h) 20mm x 14.5mm
chamfered at 200 with a
5mm x 5mm bolection return
(B) Minimum density: 630 kg/m3
C Glazing media:  Pyroplex 8193
glazing system
/@ D Liner: 6 mm hardwood liner
Density 630 kg/m3
for all substrates used
E Fixings: 50mm (long) pins
50mm (long) screws
\@ at 150mm spacings at 30 - 450
F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available in clear, wired or satin)
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26 . Test evidence - UK - 12/11/2012

Product name > Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p EW30
Application  p  GDC Doors
Glazing configuration > Single
Glazing thickness p»  7mm
Weight P 17 kg/m?
Maximum glazing dimensions (w x h)  »  750mm x 750mm
Maximum area  p» 0.56 m?
Impactrating  p Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction  p 33dB
A Frame: Nominally 44mm thick
FD30 door leaf

B Beads hardwood: (w x h)

20mm x 14.5mm chamfered at 20°
5mm x 5mm bolection return
Minimum density: 630 kg/m3

C Glazing media: Pyroplex 30049
glazing system

D Liner: 6 mm hardwood Liner
density 630 kg/m3
for all substrates used

E Fixings: 36mm (long) screws
at 150mm spacings at 30 - 450

F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available in clear, wired or satin)
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27 . Test evidence - UK - 12/11/2012

Product name > Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p» EW30
Application  p GDC Doors
Glazing configuration > Single
Glazing thickness  »  7mm
Weight 17 kg/m?2
Maximum glazing dimensions (w x h) ~ »  750mm x 750mm
Maximum area P 0.56 m?
Impact rating B Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction  p 33dB

A Frame: Nominally 44mm thick
FD30 door leaf

B Beads hardwood: (w x h) 20mm x 14.5mm
chamfered at 20° with a
5mm x 5mm bolection return
Minimum density: 630 kg/m?

C Glazing media: Pyroplex 30054
glazing system

D Liner: 6 mm hardwood liner
density 630 kg/m?
for all substrates used

E Fixings: 50mm (long) screws
at 150mm spacings at 30 - 450

F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available in clear, wired or satin)
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28 . Test evidence - UK - 2311172012

Product name B Pyroguard EW30 or Pyroguard EW30 Impact
Classification > EW30
Application  » GDC Doors
Glazing configuration b Single
Glazing thickness » 7mm
Weight p 17 kg/m?2
Maximum glazing dimensions (w x h)  » 626mm x 403mm
Maximum area P 0.25 m?
Impactrating  » Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction  p 33dB

A Frame: Nominally 44mm thick
FD30 door leaf

B Beads hardwood: (w x h)
20mm x 14.5mm chamfered at 200
5mm x 5mm bolection return
Minimum density: 630 kg/m3

C Glazing media: Pyroplex 8492
glazing system

D Setting block: N/A

E Fixings: 45mm (long) screws
at 150mm spacings at 30 - 450

\® F Glass:  Pyroguard EW30

Pyroguard EW30 Impact
(available in clear, wired or satin)
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Test evidence - UK - 23/11/2012

Product name b Pyroguard EW30 or Pyroguard EW30 Impact
Classification p» EW30
Application  p GDC Doors
Glazing configuration > Single
Glazing thickness  p 7mm
Weight 17 kg/m?
Maximum glazing dimensions (w x h) ~ »  800mm at (800high) x 2125mm at (300wide)
Maximum area  p 0.64 m2
Impactrating B Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction p 33 dB
A Frame:  Nominally 44mm thick
FD30 door leaf
B Beads hardwood: (w x h) 25mm x 23mm
chamfered at 150 with a
5mm x 5mm bolection return
(B) Minimum density 500 kg/m3
C Glazing media: (w x t) 10mm x 2mm
Type: Sealmaster Therm-A-Strip
D Liner: 6 mm Hardwood Liner
density 500 kg/m3
for all substrates used
E Fixings: 38mm (long) pins
38mm (long) screws
at 150mm spacings vertically at 159
at 100mm spacings horizontally at 150
F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available in clear, wired or satin)
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30 . Test evidence - UK - 12112012

Product name > Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p» EW30
Application  » GDC Doors
Glazing configuration P> Single
Glazing thickness  » 7mm
Weight » 17 kg/m?
Maximum glazing dimensions (w x h) ~ »  800mm x 800mm
Maximum area  p> 0.64 m2
Impactrating  » Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction p» 35 dB
A Frame: Nominally 44mm thick
FD30 door leaf
B Beads hardwood: CGI drawing G20011-01
Contact CGl for info
Minimum density 500 kg/m3
(8)
C Glazing media: Sealmaster G30
glazing gasket
/@ D Liner: 6 mm Hardwood Liner
Minimum density 500 kg/m3
for all substrates used
E Fixings: 38mm (long) pins
38mm (long) screws
at 150mm spacings vertically at 150
at 100mm spacings horizontally at 159
F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available in clear, wired or satin)
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31 . Test evidence - UK - 2311172012

Product name > Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p» EW30
Application  p GDC Doors
Glazing configuration > Single
Glazing thickness  p» 7mm
Weight » 17 kg/m?
Maximum glazing dimensions (w x h)  p»  760mm x 1846mm
Maximum area  p 1.31 m2
Impactrating > Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction p» 33 dB
A Frame:  Nominally 44mm thick
FD30 door leaf
B Beads hardwood: (w x h)
/® 20mm x 21mm chamfered at 219 with a
5mm x 5mm bolection return
(B) Minimum density 610 kg/m3
C Glazing media:  (w x t) 10mm x 2mm
Type: Dufaylite Interdens
/@ D Setting block: Hardwood (w x h x L)
: 7mm x 5mm x 40mm
E Fixings: 50mm (long) pins
50mm (long) screws
70 mm from corners and
\@ max 200mm spacings at 459
F Glass:  Pyroguard EW30

Pyroguard EW30 Impact
(available in clear, wired or satin)
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Test evidence - UK -
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Productname > Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p EW30
Application  p  GDC Doors
Glazing configuration  »» Double glazing
Glazing thickness  »  19mm
Weight b 27.5 kg/m?2
Maximum glazing dimensions (wx h) b 610mm x 1210mm
Maximum area b 0.74 m2
Impactrating  »  Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction > 36 dB
A Frame:  Nominally 44mm thick
FD30 door leaf
B Beads hardwood: (w x h)
16.5mm x 25mm chamfered at 154
5mm x 5mm bolection return
Minimum density 650 kg/m3
C Glazing media:  (w x t) 10mm x 2mm
Sealmaster Therm-A-Strip
D Liner:  6mm hardwood Liner
/@ Minimum density 500 kg/m3
for all substrates used
E Fixings: 40mm (long) pins
40mm (long) screws
\@ at 150mm spacings vertically at 300
F Glass  Pyroguard EW30

Pyroguard EW30 Impact
(available in clear, wired or satin)
6mm Steel spacer

6mm toughened
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33 . Test evidence - UK - 12112012

Product name > Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p EW30
Application  p GDC Doors
Glazing configuration > Double glazing
Glazing thickness  » 19mm
Weight > 27.5 kg/m?
Maximum glazing dimensions (w x h) ~ »  952mm x 749mm
Maximum area P 0.68 m?
Impactrating B Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction p 35dB
A Frame:  Nominally 44mm thick
FD30 door leaf
_ B Beads hardwood: (w x h) 15.5mm x 20mm
/® chamfered at 219 5mm x 5mm bolection
Minimum density: 610 kg/m3
C Glazing media: (w x t) 15mm x 3mm
Type: CGI K Tape
D Setting Block: hardwood (w x h x L)

:15mm x 5mm x 40mm

/@ E Fixings: 50mm (long) pins
50mm (long) screws
70mm from corners at
max 200mm spacings at 459
\® F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available in clear, wired or satin)

6mm Steel spacer
6mm toughened
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Test evidence - UK - 23/11/2012

Product name B Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p EW30
Application  » GDC Doors
Glazing configuration P Single glazing
Glazing thickness  »  7mm
Weight 17 kg/m?
Maximum glazing dimensions (w x h) ~ »  610mm (at1400 high) x 1680mm (at508 wide)
Maximum area  p> 0.85 m?
Impactrating  » Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction p 33 dB
A Frame:  Nominally 44mm thick
FD30 door leaf
B Beads: MDF (w x h) 25mm x 20mm
chamfered at 159 4.5mm x 10mm bolection return
min density: 700 kg/m3
C Glazing media: (w x t) 15mm x 2mm
Type: closed cell foam tape
Optional: (Intumescent acrylic sealant
can be applied)
/@ D Liner:  MDF or Hardwood
Minimum Density 700 kg/m3
E Fixings: 50mm (long) pins
max 150mm spacings vertically
\@ max 230mm horizontally all at 300
F Glass:  Pyroguard EW30

Pyroguard EW30 Impact
(available in clear, wired or satin)
6mm Steel spacer

6mm toughened
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Product name P Pyroguard EW30 or Pyroguard EW30 Impact
Classification P EW30
Application P Timber Screen
Glazing configuration > Double glazing
Glazing thickness P 23mm
Weight > 27.5 kg/m?
Maximum glazing dimensions (w x h) ~ » 1000mm x 2500mm
Maximum area P> 2.50 m?
Impact rating  » Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction P 36 dB
A Frame softwood: (w x h) 90mm x 40mm
Minimum density: 510 kg/m3
: : B Beads hardwood: (w x h) 32mm x 15mm
Fire Side chamfered at 300
Y /@ Minimum density: 650 kg/m3
e C Glazing media:(w x t) 10mm x 2mm
Type: Interdens
D Hardwood Setting blocks: (w x h x L)
:7mm x 5mm x 40mm
E Fixings: 50mm (long) M4 screws
at max 200mm spacings
300 to the glass
F Glass:  Pyroguard EW30

Pyroguard EW30 Impact
(available in clear, wired or satin)
12mm Aluminium Spacer

4mm annealed on fire side
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o€ . Test evidence - UK - 12112012

Product name b Pyroguard EW30 Maxi
Classification  p» EW30
Application  p»  Timber Screen
Glazing configuration > Double glazing
Glazing thickness  p 32mm
Weight  p> 42 kg/m?
Maximum glazing dimensions (w x h) B 1605mm x 2340mm
Maximum area b 3.28 m2
Impact rating - 2B2
Sound reduction p 36 dB
A Frame hardwood: (w x h) 92mm x 45mm
Minimum density: 640kg/m3
B Beads hardwood (w x h) 28.5mm x 25 mm

chamfered beads at (300)
Minimum density: 650kg/m3

() C Glazing media: (w x ) 15mm x 3mm
Type: CGI K Tape
CXL715 High temperature adhesive
Sealmaster Fireglaze Compound

D Setting block: Hardwood (w x h x L)
7mm x 5mm x 40mm

E Fixings: 50mm (long) steel screws
at 200 spacings angled at 450

(® F Glass:  Pyroguard EW30 Maxi
(available in clear, wired or satin)
15mm Aluminium Spacer
6mm Toughened
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Product name P Pyroguard EW30 or Pyroguard EW30 Impact
Classification P EW30
Application P Timber single pane
Glazing configuration P> Single glazed
Glazing thickness » 7mm
Weight P 17 kg/m?
Maximum glazing dimensions (w x h)  » 1100mm x 2200mm
Maximum area P> 2.2m?2
Impact rating » Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction P 33dB
A Frame hardwood: (w x h) 75mm x 40mm
Minimum density: 580 kg/m3
B Beads hardwood: (w x h) 31mm x 20mm
T square or chamfered at 300
Minimum density: 580 kg/m3
o /®
(B) C Glazing media: Sealmaster Fireglaze
(Spacing acheived with
4mm Kerifix pads)
D Setting block: hardwood
Q Q E Fixings: 50mm (long) steel screws
at 200mm spacing
300 to the glass
® F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available clear, wired or satin)
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39 . Test evidence - UK - 12112012

Product name P Pyroguard EW30 Maxi
Classification  » EW30
Application > Timber screen
Glazing configuration P Double glazing
Glazing thickness  p»  32mm
Weight »  42.5 kg/m?
Maximum glazing dimensions (w x h) > 1638mm x 2340mm
Maximum area P> 3.28 m?
Impactrating > 2B2
Sound reduction > 38 dB
A Frame hardwood: (w x h) 92mm x 45mm
Minimum density: 640 kg/m3
Fire Side B Beads hardwood: (w x h) 28.5mm x 25mm
chamfered at 300
Minimum density: 650 kg/m3
G e C Glazing media: (w x t) 15mm x 3mm
Type:  KTape
Plus: ~ CXL715 high temp adhesive
Sealmaster Fireglaze compound
D Hardwood Setting blocks: (w x h x L)
®) (A) 7mm x 5mm x 40mm
E Fixings: 50mm (long) steel screws
max 200mm spacings
450 to the glass
G F Glass:  Pyroguard EW30 Maxi (to Fire Side)
(available in clear or satin)
15 mm aluminium or steel spacer
6.6mm laminated
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Product name  p  Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p EW30
Application ) Steel screen
Glazing configuration  p»  Single glazed
Glazing thickness  p 7mm
Weight b 17 kg/m?
Maximum glazing dimensions (wx h)  p  1195mm x 1170mm
Maximum area  p  1.40 m2
Impactrating p 2B2/3B3
Sound reduction  p 33 dB
A Frame: Previously tested or
certifire approved
B Beads: Pressure plate,
clip on
Or screw on
C Glazing media: (w x t) 15mm x 3mm
Type:  KTape

D Hardwood Setting blocks: (w x h x L)
7mm X 5mm x 40mm

E Fixings: Rivet or screw as required

F Glass:  Pyroguard EW30
Pyroguard EW30 Impact

(available in clear, wired or satin)
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Test evidence - UK -

12/11/2012

Product name

» Pyroguard EW30 or Pyroguard EW30 Impact

Classification  p EW30
Application  p- Single Steel Door
Glazing configuration - Single glazed
Glazing thickness  p 7mm
Weight  p 17 kg/m2
Maximum glazing dimensions (wx h)  p  858mm x 1096mm
Maximum area p (.82 m2
Impact rating  p 2B2/3B3
Sound reduction p 33 dB
A Frame: Previously tested or
certifire approved Door
B Beads: Pressure plate,
clipon
or screw on

C Glazing media: Fiberfrax Kotherm H10008F

D Hardwood Setting blocks: (w x h x L)
7mm x 5mm x 40mm

E Fixings: Rivet or screw on as required

F Glass:  Pyroguard EW30
Pyroguard EW30 Impact

(available in clear, wired or satin)
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47 . Test evidence - UK -

12/11/2012

Product name > Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p EW30
Application b Steel Screen
Glazing configuration b Double glazing
Glazing thickness  p 23mm
Weight p 27.5 kg/m?
Maximum glazing dimensions (w x h)  » 1500 x 2500
Maximum area  p  3.00 m2
Impact rating > 2B2
Sound reduction p 36 dB
A Frame: Previously tested or
Fire Side certifire approved frame
A B Beads: Pressure plate,
clipon
or screw on
C Glazing media: (w x t) 20mm x 6mm
Type: K Tape

D Hardwood Setting block: (w x h x L)
24mm x 5mm x 40mm

E Fixings: Rivet or screw as on required
F Glass:  Pyroguard EW30

Pyroguard EW30 Impact
(available in clear, wired or satin)

12 - 15 mm spacer bar
4 mm toughened glass
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48 . Test evidence - UK -

12/11/2012

Product name  » Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p» EW30
Application P Steel Screen
Glazing configuration  » Double glazing
Glazing thickness  » 23mm
Weight » 27.5 kg/m?
Maximum glazing dimensions (w x h)  » 1668 x 780
Maximum area > 1.04 m?
Impactrating » 2B2/3B3
Sound reduction » 36 dB
A Frame: Previously tested or
Fire Side certifire approved frame
B Beads : Pressure plate,
clipon
or screw on
C Glazing media: (w x t) 20mm x 6mm
Type: K Tape
D Hardwood Setting block: (w x h x L)
24mm x 5mm x 40mm
E Fixings: Screw as per glazing system

F Glass:  Pyroguard EW30

Pyroguard EW30 Impact
(available in clear, wired or satin)
12 - 15 mm spacer bar

4 mm toughened glass
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49 . Test evidence - UK -

12/1172012
Product name » Pyroguard EW30 Maxi
Classification  » EW30
Application P Steel Frame
Glazing configuration P Double glazing
Glazing thickness P 25mm
Weight P 42.5 kg/m?
Maximum glazing dimensions (w x h) ~ » 1020mm x 2250mm
Maximum area P> 1.83 m?
Impact rating  »> 2B2
Sound reduction P 38 dB
A Frame: Forster Presto Steel (01.570)

Fire Side

50mm x 50mm with 20mm Flange

B Beads: Steel bar (w x h)
12mm x 20mm
C Glazing media: (w x h) 15mm x 3 mm
Type: K Tape

D Hardwood Setting block: (w x h x L)
24mm x 8mm x 40mm

E Fixings: 31mm counter sunk screws
screwed into weld fixed rivnuts
at 200mm centres

F Glass  Pyroguard EW30 Maxi
(available in clear, wired or satin)
10mm steel or
4 mm Toughened or Float
BWF 151243 Go to Report
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Test evidence - UK -

12/1172012
Product name > Pyroguard EW30 Maxi
Classification  » EW30
Application P Steel Frame
Glazing configuration B Double glazing (horizontal)
Glazing thickness  p» 27mm
Weight D 42.5 kg/m?
Maximum glazing dimensions (w x h) ~ » 774mm x 2780mm
Maximum area P> 1.76 m?
Impact rating > 2B2
Sound reduction » 38 dB
A Frame: Previously tested or

certifire approved framing

Beads: Pressure plate,
clip on
or screw on

Glazing media: (w x t) 15mm x 3 mm
Type: K Tape

Setting block:  Not required

Fixings: Screw on as required

Glass:  Pyroguard EW30 Maxi
(available in clear, wired or satin)
10 mm steel

6 mm Toughened or Float
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12/11/2012

Product name P Pyroguard EW30 Maxi
Classification » EW30
Application P Horizontal Steel Frame
Glazing configuration P Single glazing
Glazing thickness » 36 or 38 mm
Weight » 85 kg/m?
Maximum glazing dimensions (w x h) ~ » 1020mm x 1020mm
Maximum area » 0.87 m?
Impact rating » 2B2
Sound reduction P 40dB
A Frame: Previously tested or

certifire approved framing

B Beads: Pressure plate clip on or screw on
C Glazing media: (w x t) 15mm x 3 mm
Type: K Tape
D Setting block: Not Required
E Fixings: Screw fixing as required
F Glass:  8mm Toughened glass
1mm PVB
Pyroguard EW30 Maxi
1mm PVB
15mm Toughened glass
or

8mm toughened glass
2mm cold pour
Pyroguard EW30 Maxi
2mm cold pour

15mm float glass
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55 . Test evidence - UK - 12112012

Product name  » Pyroguard EW 60
Classification p EW60
Application > Timber Screen
Glazing configuration > Single glazed
Glazing thickness  »  11mm
Weight »  27.5 kg/m?
Maximum glazing dimensions (w x h) > 550mm x 2200mm
Maximum area P 1.21 m2
Impactrating » 2B2
Sound reduction > 35 dB
A Frame hardwood: (w x h) 92mm x 45mm
Minimum density: 650 kg/m3
B Beads hardwood: (w x h) 37mm x 25mm
square or chamfered at 300
/® Hardwood beads 650kg/m3
C Glazing media: (w x h) 23mm x 4mm
Sealmaster Fireglaze
D Liner:  (w x t) 45mm x 2mm
Sealmaster GL60 Liner
Hardwood Setting blocks: (w x h x L)
11mm x 5mm x 40mm
E Fixings: 50mm (long) No 8 steel screws
200mm spacings at 300 to the glass
F Glass Pyroguard EW60
(available in clear, wired or satin)
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Test evidence - UK -

12/11/2012
Product name p Pyroguard EW 60
Classification P EW60
Application > Timber Screen
Glazing configuration  » Single glazed
Glazing thickness  » 11mm
Weight B 27.5 kg/m?
Maximum glazing dimensions (w x h) B 696mm x 1624mm
Maximum area P> 0.97 m?
Impact rating > 2B2
Sound reduction p 35 dB
A Frame hardwood: (w x h) 92mm x 45mm
Minimum density: 650 kg/m3
B Beads hardwood: (w x h) 20mm x 22mm
square or chamfered at 300
Hardwood beads 660kg/m3
C Glazing media: (w x h) 10mm x 2mm

Type:  Palusol

D Hardwood Setting blocks: (w x h x L)
1Tmm x 5mm x 40mm

E Fixings: 38mm (long) No 8 steel screws
200mm spacings at 300 to the glass

F Glass:  Pyroguard EW60

(available in clear, wired or satin)
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Test evidence - UK -

23/11/2012

Product name b Pyroguard EW 60
Classification p» EW60
Application  » GDC Doors
Glazing configuration P> Single glazed
Glazing thickness  » 7mm
Weight » 17 kg/m?
Maximum glazing dimensions (w x h) ~ p»  460mm x 1437mm
Maximum area  p» 0.57 m?
Impact rating > 3B3
Sound reduction p 33 dB
A Frame:  Nominally 54mm thick
FD60 door leaf
B Beads: (w x h) 28mm x 27.5mm with a

5mm x 5mm bolection chamfered at 300
Minimum density: Hardwood 650kg/m3

C Glazing media: 4mm thick
Type:  Sealmaster
D Liner:  (wxt) 45mm x 2mm

Sealmaster GL60 Liner
E Fixings: 38mm (long) screws
150mm spacings for vertical
100mm spacings for horizontal
at 150 to the glass

F Glass:  Pyroguard EW 60
(available in clear, wired or satin)
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Test evidence - UK -

23/11/2012

Product name b Pyroguard EW 60
Classification p» EW60
Application  » GDC Doors
Glazing configuration P> Single glazed
Glazing thickness  » 7mm
Weight » 17 kg/m?
Maximum glazing dimensions (w x h) ~ p»  508mm x 1200mm
Maximum area P> 0.58 m2
Impact rating > 3B3
Sound reduction p 33 dB
A Frame:  Nominally 54mm thick

FD60 door leaf

B Beads: (w x h) 20mm x 25mm with a
4.5mm x 10mm bolection chamfered at 300
Minimum density: MDF 700 kg/m3

C Glazing media: (w x t) 15mm x 2mm
Type:  closed cell foam tape

D Liner:  (wxt) 42.5mm x 6mm
Sodium silicate liner

E Fixings: 50mm (long) pins
150mm spacings for vertical
230mm spacings for horizontal
at 300 to the glass

F Glass:  Pyroguard EW 60

(available in clear, wired or satin)
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12/11/2012
Product name P Pyroguard FD 60
Classification P EW60
Application » GDC Doors
Glazing configuration P Single glazed
Glazing thickness »  7mm
Weight P 17 kg/m?
Maximum glazing dimensions (w x h) ~ » 375mm x 1552mm
Maximum area P 0.54 m?
Impact rating > 3B3
Sound reduction > 33 dB
A Frame:  Nominally 54mm thick
FD60 door leaf
B Beads: MDF (w x h) 32mm x 19mm
with a 6mm x 6mm bolection return
chamfered at 450
Minimum density: 700 kg/m3
C Glazing media: Lorient System 90
D Liner: (w x t) 54mm X 2mm
LX5402 intumescent Liner
/@ E Fixings: 50mm (long) pins
150mm spacings vertical
230mm spacings horizontal
for System 90 at 450
\@ to the glass
F Glass:  Pyroguard FD60
(available in clear, wired or satin)
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Test evidence - UK -

12/11/2012

Product name  p Pyroguard FD 60
Classification p» EW60
Application  » GDC Doors
Glazing configuration P> Single glazed
Glazing thickness  » 7mm
Weight » 17 kg/m?
Maximum glazing dimensions (w x h) ~ p»  250mm x 1500mm
Maximum area  p» 0.38 m?
Impact rating > 3B3
Sound reduction p 33 dB
A Frame:  Nominally 54mm thick

e

FD60 door leaf

B Beads: (w x h) 30mm x 27mm with a
6mm x 6mm bolection chamfered at 130
Minimum density: MDF 700 kg/m3 or

Hardwood 650kg/m3

C Glazing media: (w x t) 20mm x 2mm
Type:  Interdens

D Liner:  (wxt) 54mm x 2mm

LX5402 intumescent Liner
E Fixings: 50mm (long) pins
150mm spacings for vertical
at 300 to the glass

F Glass:  Pyroguard FD60
(available in clear, wired or satin)
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1 . Test evidence - UK -

12/11/2012
Product name > Pyroguard EW30 Maxi
Classification  p EW30
Application > Timber Screen
Glazing configuration b Single glazed
Glazing thickness  »  11mm
Weight  » 26.7 kg/m?
Maximum glazing dimensions (w x h)  » 1575mm x 2100mm
Maximum area P 3.3m?2
Impactrating » 2B2
Sound reduction p 35 dB
A Frame hardwood: (w x h) 92mm x 45mm
Minimum density: 640 kg/m3
B Beads hardwood: (w x h) 36.5mm x 20mm
Minimum density: 650 kg/m3
G C Glazing media: (w x t) 16mm x 6mm
9 Type: CGI K Tape
D Setting block: Hardwood (w x h x L)
:TTmm x 5mm x 40mm
(A
Q E Fixings: 50mm (long) M4 steel screws
at 200mm spacings
450 to the glass
F Glass Pyroguard EW30 Maxi

(available in clear, wired or satin)
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62 . Test evidence - UK - 12112012

Product name > Pyroguard EW 60
Classification > EW60
Application b Single Steel Pane
Glazing configuration B Single glazed
Glazing thickness  » 11mm
Weight B 27.5 kg/m?
Maximum glazing dimensions (w x h)  » 960 x 2160
Maximum area P 1.72 m?
Impact rating > 2B2
Sound reduction > 35dB
A Frame: Previously tested or
certifire approved framing
B Beads: Pressure plate,
/® clip on
Or SCrew on
C Glazing media: (w x h) 20mm x 4mm

Type:  Mann McGowen P500
Intumescent strips both faces

D Setting Blocks: (w x h x L)
T1mm x 5mm x 40mm
Vermiculite or any
Non Combustible Setting blocks

E Fixings: Clip on Beads

F Glass:  Pyroguard EW60
(available in clear, wired or satin)
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63 . Test evidence - UK - 12112012

Product name

Classification

» Pyroguard EW 60

> EW60

Application P Single Steel Pane
Glazing configuration P Single glazed
Glazing thickness P 11mm
Weight P> 24 kg/m?
Maximum glazing dimensions (w x h) ~ » 600 mm x 2400 mm
Maximum area » 1.21 m?
Impact rating  » 2B2
Sound reduction » 35dB
A Frame: Previously tested or
certifire approved framing
B Beads: Pressure plate,
/® clip on
or screw on
C Glazing media: (w x t) 20mm x 4mm
Mann McGowen P500
Intumescent strips both faces
L! D Setting Blocks: (w x h x L)
l 11mm x 5mm x 40mm
0 Vermiculite or any
Non Combustible Setting block
E Fixings: Srew or rivets as required
F Glass:  Pyroguard EW60
(available in clear, wired or satin)
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Product name P Pyroguard EW 60
Classification » EW60
Application P Muti Pane Steel(2550 x 2150 max) Screen
Glazing configuration P Single glazed
Glazing thickness » 11mm
Weight P 27.5 kg/m?
Maximum glazing dimensions (w x h)  » 1200 mm x 1200 mm
Maximum area P> 1.44 m?
Impact rating P> 2B2
Sound reduction P 35dB
A Frame: Previously tested or

certifire approved framing

B Beads: Pressure plate,
/® clip on

or screw on

C Glazing media: (w x t) 15mm x 3mm
Type K Tape both sides

D Setting Blocks: (w x h x L)
11mm x 5mm x 40mm
Vermiculite or any
Non Combustible Setting block

E Fixings: Screw or rivet as required

F Glass: Pyroguard EW60
(available in clear, wired or satin)
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Test evidence - UK -

23/11/2012

Product name  » Pyroguard EW30 or Pyroguard EW30 Impact
Classification P EW60
Application  p Muti Pane Steel Screen
Glazing configuration » Double glazing
Glazing thickness  » 23mm - 25mm
Weight B 27.5 kg/m?
Maximum glazing dimensions (w x h)  » 1500 mm x 2500 mm
Maximum area  p> 3.00 m?
Impactrating » Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction p 35 dB
A Frame Previously tested or
Fire Side certifire approved framing
B Beads Pressure plate clip on
or screw on
C Glazing media: K Tape both sides

D Setting Blocks: (w x h x L)
25mm x 5mm x 40mm
Vermiculite or any
Non Combustible Setting block

E Fixings: Rivet or screw on beads

F Pyroguard EW30 (to fireside)
Pyroguard EW30 Impact(to fireside)
(available in clear, wired or satin)
12 - 15mm Argon filled
Steel or Aluminium spacer
4mm toughened low E
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23/11/2012

Product name P Pyroguard EW30 or Pyroguard EW30 Impact
Classification P EW60
Application P> Muti Pane steel Screen (Landscape panes)
Glazing configuration » Double glazing
Glazing thickness  » 23mm - 25mm
Weight P 27.5 kg/m?
Maximum glazing dimensions (w x h) P 1467 mm x 628 mm
Maximum area P> 0.92 m2
Impact rating  » Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction » 36dB
A Frame: Previously tested or
Fire Side certifire approved framing
B Beads: Pressure plate,
clipon
or screw on
C Glazing media: (w x t) 15mm x 3mm
Type:  KTape both sides
D Setting Blocks: (w x h x L)
T1mm x 5mm x 40mm
Vermiculite or any
Non Combustible Setting block
E Fixings: Rivet or screw on as required
F Pyroguard EW30 (to fireside)

Pyroguard EW30 Impact (to fireside)
(available in clear, wired or satin)

12 - 15mm Argon filled

Steel or Aluminium space

4mm toughened low E
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Product name  p Pyroguard EW30 or Pyroguard EW30 Impact
Classification p EW30
Application > Timber Door
Glazing configuration b Single glazed
Glazing thickness » 7mm
Weight p 17 kg/m?2
Maximum glazing dimensions (w x h)  » 78 1mm x 979mm
Maximum area P 0.69m?
Impactrating  » Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction  p 33dB
A Frame softwood: (w x h)

100mm x 44mm top/middle rails
206mm x 44mm bottom rails
Minimum density: 510 kg/m2

/® B Beads softwood or hardwood (w x h)
C 20mm x 15.5mm with a 5mm x 5mm
bolection return chamfered at 21°
Minimum density: 510 kg/m2

C Glazing media: (w x t) 10mm x 2mm
Type: Interdens
Glazing media: (w x t) 15mm x 3mm
Type: K Tape

D Setting block: Hardwood (w x h x L)
:7mm x 5mm x 40mm

70mm from corner at 200mm spacings
450 to the glass

B
E Fixings:  50mm (long) Pins
\@ 50mm (long) screws

F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available in clear, wired or satin)
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Product name P Pyroguard EW 60
Classification P EW60
Application P Timber Screen
Glazing configuration » Double glazing
Glazing thickness  » 11mm
Weight P 37.5 kg/m?
Maximum glazing dimensions (w x h) ~ »  812mm x 2500mm
Maximum area P> 1.63 m?
Impact rating P 2B2
Sound reduction » 35dB
A Frame hardwood: (w x h) 92mm x 45mm
Minimum density: 650 kg/m3
B Beads hardwood: (w x h) 28.5 x 25
chamfered at 300
Hardwood beads 650kg/m3
G e C Glazing media: (w x h) 15mm x 3mm
Type:  KTape
Plus: CXL715 high temp adhesive
Sealmaster fireglaze compound
D Hardwood Setting blocks: (w x h x L)
®) (A) 25mm x 5mm x 40mm
E Fixings: 50mm (long) steel screws
at max 200mm spacings
450 to the glass
G F Glass:  Pyroguard EW60 (to fire side)
(available in clear, wired or satin)
12 mm steel spacer
4 mm Float glass
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13 . Test evidence - UK - 12/11/2012

Productname ) Pyroguard EW30 Maxi
Classification p EW30
Application  p Timber screen
Glazing configuration b Single glazed
Glazing thickness  p  11mm
Weight b 26.7 kg/m?
Maximum glazing dimensions (w x h) ~ p  1580mm x 2780mm
Maximum area p 4,58
Impactrating p 2B2
Sound reduction p 35dB
A Frame softwood: (w x h) 92mm x 45mm
Minimum density: 510 kg/m3
B Beads hardwood: (w x h) 38.5mm x 15mm
-——/® Minimum density: 640 kg/m3
G ; C Glazing media: (w x t) 15mm x 2mm
Type: Interdens
D Setting block: Hardwood (w x h x L)
:11mm x 5mm x 40mm
(D) E Fixings: 50mm (long) pins
50mm (long) screws
at 150mm spacings
450 to the glass
®) F Glass:  Pyroguard EW30 Maxi
(available in clear, wired or satin)
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14 . Test evidence - UK - 12/11/2012

Product name ) Pyroguard EW30 Maxi
Classification p EW30
Application  p Timber screen
Glazing configuration b Single glazed
Glazing thickness  p  11mm
Weight b 26.7 kg/m?
Maximum glazing dimensions (w x h)  p 2780mm x 991mm
Maximum area p 2.48
Impact rating  p 2B2
Sound reduction p 35dB
A Frame hardwood: (w x h) 75mm x 40mm
Minimum density: 640 kg/m3
B Beads hardwood: (w x h) 30mm x 25mm
-——/® Minimum density: 640 kg/m3
G H C Glazing media: (w x t) 10mm x 2mm
(B) Type: Interdens
D Setting block: Hardwood (w x h x L)
2 11mm x 5Smm x 40mm
(A
(D) E Fixings: 50mm (long) pins
50mm (long) screws
at 150mm spacings
450 to the glass
®) F Glass:  Pyroguard EW30 Maxi
(available in clear, wired or satin)
Certifire 257 - Page 35 Go to Report

Test Certification Numbers

CGl International: Millfield Lane - Haydock - Merseyside - WA11 9GA P T.+44 (0) 1942 710 720 - F. +44 (0) 1942 710 730 - email: info@pyroguard.eu P www.pyroguard.eu

Version 1 Issue date 01/03/13




}‘ Pyvroguard

Test evidence - UK -

12/11/2012

Product name b Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p EW30
Application > Steel Frame
Glazing configuration > Secondary glazing
Glazing thickness  » 7mm
Weight 17 kg/m?
Maximum glazing dimensions (w x h) ~ p  898mm x 2668mm
Maximum area P 2.33 m2
Impactrating » 2B2
Sound reduction p 33 dB
A Frame: Marrs Metaline
A - I - B Beads: Steel as system
C Glazing media: As system
D N/A
E Fixings: Clip on beads
F Glass  Pyroguard EW30

Pyroguard EW30 Impact
(available in clear, wired or satin)
64.5mm Cavity

6 mm non fire rated glass
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Test evidence - UK -

15/11/2012
Product name  p Pyroguard EW30
Classification  p» EW30
Application  » GDC Doors
Glazing configuration P> Single
Glazing thickness P 11mm
Weight b 26.7 kg/m?
Maximum glazing dimensions (wx h) ~ »  313mm x 1000mm
Maximum area b 0.25 m?
Impactrating » 2B2
Sound reduction p 35dB
A Frame: Nominally 44mm thick

FD30 door leaf

B Beads hardwood or MDF: (w x h)
25mm x 20mm with a 10mm x 4.5mm
bolection return chamfered at 159
Minimum density 650 kg/m3 hardwood
Minimum density 750 kg/m3 MDF

C Glazing media: (w x h) 10 x 2mm

: ISL graphite seal
D Liner: (w x t) 42.5mm x 6mm
: MDF Liner 700 kg/m3
E Fixings: 50mm (long) pins

at 150mm vertical spacings
at 230mm horizontal spacings
F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available in clear, wired or satin)
Priva see film glass
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9 . Test evidence - UK - 12112012

Product name > Pyroguard EW30 or Pyroguard EW30 Impact
Classification p EW30
Application > Timber screen
Glazing configuration > Single glazed
Glazing thickness »  7mm
Weight  p 17 kg/m?
Maximum glazing dimensions (w x h)  » 880mm x 1780mm
Maximum area P 1.43m?2
Impact rating  »  Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction > 33dB
A Frame hardwood: (w x h) 66mm x 57mm|
Minimum density: 530 kg/m3
B Beads hardwood: (w x h) 15mm x 15mm
square or chamfered at 300
Minimum density: 530 kg/m3
©
9 C Glazing media: (w x t) 15mm x 4mm
Type: Pyroglaze P500 intumescent seal
D Setting block: hardwood (w x h x L)
2 7mm x 5mm x 40mm
Q Q E Fixings: 32mm (long) No 8 screws
at 200mm spacings
300 to the glass
® F Glass: Pyroguard EW30
Pyroguard EW30 Impact
(available in clear, wired or satin)
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Test evidence - UK - 1211112012

Product name B Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p EW30
Application  p  Timber Door
Glazing configuration P> Single glazed
Glazing thickness  p  7mm
Weight p 17 kg/m?2
Maximum glazing dimensions (w x h)  p  760mm x 1846mm
Maximum area P 1.22m?2
Impactrating  » Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction p 33dB
A Frame softwood: (w x h)
100mm x 44mm top/middle rails
206mm x 44mm bottom rails
Minimum density: 510 kg/m?
/® B Beads: softwood or hardwood (w x h)
e 21mm x 20mm with a 5mm x 5mm bolection return
chamfered at 219 Minimum density: 510 kg/m?
C Glazing media: (w x t) 10mm x 2mm
Type: Interdens
/@ D Setting block: Hardwood (w x h x L)
:7mm x 5mm x 40mm
E Fixings: 50mm (long) Pins
50mm (long) screws
70 from corner at 200mm spacings
450 to the glass
F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available in clear, wired or satin)
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12 . Test evidence - UK - 12/11/2012

Product name P Pyroguard EW30 Maxi
Classification p EW30
Application  p  Timber Screen
Glazing configuration b Single glazed
Glazing thickness  p 11mm
Weight p 17 kg/m?
Maximum glazing dimensions (w x h)  »  780mm x 2400mm
Maximum area p 1.57m2
Impact rating > 2B2
Sound reduction p 35 dB
A Frame hardwood: (w x h) 92mm x 45mm
Minimum density: 650kg/m3
B Beads hardwood: (w x h) 36.5mm x 25mm
/@) Minimum density: 650kg/m3
C Glazing media: (w x t) 20mm x 6mm
Type: CGI K Tape
D Setting block: Hardwood (w x h x L)
:10mm x 8mm x 40mm
Sealmaster Fireglaze compound
Sealmaster GL60 Liner
E Fixings: 50mm (long) M4 steel screws
at 200mm spacings
450 to the glass
F Glass: Pyroguard EW30 Maxi
(available in clear, wired or satin)
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Product name P Pyroguard EW30 or Pyroguard EW30 Impact
Classification  » EW30
Application P Timber screen
Glazing configuration  » Double glazed
Glazing thickness  » 19.4mm
Weight P 35 kg/m?
Maximum glazing dimensions (w x h) ~ » 904mm x 2780 mm
Maximum area P> 2.26m2
Impact rating  »  Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction » 36 dB
A Frame softwood: (w x h) 75mm x 40mm

Fire Side

Minimum density: 510 kg/m3

B Beads hardwood: (w x h) 25.5mm x 20mm
Minimum density: 640 kg/m3
square or chamfered (up to 300)

C Glazing media: (w x t) 15mm x 3mm
Type: CGI K Tape

D Setting block: (w x h x L)
7mm x 5mm x 40mm

E Fixings: 50mm (long) pins
50mm (long) screws
at 200 spacings

F Glass  Pyroguard EW30

Pyroguard EW30 Impact
(available in clear, wired or satin)
Min 6mm steel spacer

6.4mm Laminate (to fire side)
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Test evidence - UK -

12/11/2012

Product name b Pyroguard EW30 or Pyroguard EW30 Impact
Classification p EW30
Application > Single Steel Door
Glazing configuration > Single glazed
Glazing thickness  p 7mm
Weight 17 kg/m?
Maximum glazing dimensions (w xh) ~ »  835mm x 2066mm
Maximum area  p 1.61 m2
Impactrating » 2B2/3B3
Sound reduction p 33 dB
A Frame: Previously tested or
certifire approved
B Beads: Pressure plate,
clip on
or screw on
C Glazing media: (w x t) 15mm x 3mm
Type:  KTape

D Hardwood Setting Blocks: (w x h x L)
7mm x 5mm x 40mm

E Fixings: Rivet or screw on as required

F Glass:  Pyroguard EW30
Pyroguard EW30 Impact

(available in clear, wired or satin)
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45 . Test evidence - UK -

23/11/2012
Product name > Pyroguard EW30 Maxi
Classification  p» EW30
Application  p Steel Frame
Glazing configuration > Double glazing
Glazing thickness P 11mm
Weight b 47.5 kg/m?
Maximum glazing dimensions (w x h) ~ » 2780mm x 1580mm
Maximum area b 4.32 m?
Impact rating > 2B2
Sound reduction p 38 dB
Frame: Jansen C4
Fire Side
B Beads: Clip on as per glazing system
C Glazing media: (w x t) 20mm x 4mm

Type: ceramic gaskets

D Promat Setting block: (w x h x L)

24mm x 5mm x 80mm
E Fixings: Rivet as per glazing system
F Glass:  Pyroguard EW30 Maxi

(available in clear, wired or satin)
6mm steel spacer
8mm Toughened
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Product name  p pyroguard EW30 or Pyroguard EW30 Impact
Classification  p EwW30
Application  p Timber Door
Glazing configuration  p» Single glazed
Glazing thickness  p 7mm
Weight  p 17 kg/m?
Maximum glazing dimensions (w x h)  p 700mm x 890mm
Maximum area p (.62m2
Impact rating - Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction p 33dB
A Frame softwood: (w x h)

150mm x 44mm top/bottom rails
100mm x 44mm mid rails
Minimum density: 510 kg/m?

C /® B Beads: softwood/hardwood (w x h) 20mm x 21mm

5mm x 5mm bolection return chamfered at 219
Minimum density: 510 kg/m?

C Glazing media: (w x t) 10mm x 2mm
Type: Interdens or
Glazing media: (w x t) 15mm x 3mm
Type: K Tape

D Setting block: Hardwood (w x h x L)
:7mm x 5mm x 40mm

50mm (long) screws
70 from corner at 150mm spacings
459 to the glass

B
\@ E Fixings: 50mm (long) Pins

F Glass:  Pyroguard EW30
Pyroguard EW30 Impact
(available in clear, wired or satin)
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Test evidence - UK -

12/11/2012

Product name  » Pyroguard EW30 or Pyroguard EW30 Impact
Classification  p» EW30
Application > Timber Doors
Glazing configuration  » Double glazing
Glazing thickness » 19.2mm
Weight » 27.5 kg/m?
Maximum glazing dimensions (w x h)  » 795mm x 952mm
Maximum area > 0.68 m?
Impact rating  » Pyroguard EW30: 3B3 or Pyroguard EW30 Impact: 2B2
Sound reduction » 36 dB
A Frame softwood: (w x h) 102mm x 44mm
150mm x 40mm top and bottom rails
100mm x 44mm mid rails
Minimum density: 510 kg/m?2
B Beads hardwood: (w x h)
15.5mm x 20mm with a 5mm x 5mm bolection
return chamfered at 210
Minimum density: 640 kg/m3
C Glazing media: (w x h) 15mm x 3mm
Type: K Tape
D Hardwood Setting blocks: (w x h x L)
/@ :7mm x 5mm x 40mm
E Fixings:  50mm (long) pins
at max 200mm spacings
70mm from the corners at 450 to the glass
\® F Glass Pyroguard EW30

Pyroguard EW30 Impact
(available in clear, wired or satin)
6mm Steel Spacer

6.2mm Laminate
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